
PERFORMANCE SPECIFICATIONS
Flow Rate
 Adjustable to   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  
   .  .  .  .  .  .  . 0 to 280 GPM (1060 LPM)
Port Size
 Suction  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  
  3” ANSI Style Flange (DIN 80)
 Discharge  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  
  3” ANSI Style Flange (DIN 80) 
Air Inlet  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 3/4” NPT
Air Exhaust  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .1” NPT
Suction Lift
 Dry  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20’ (6 .1 m)
 Wet  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25’ (7 .6 m)
Max Solid Size (Diameter)
   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 0 .71” (18 mm)
Max Noise Level  .  .  .  .  .  .  .  .  . 96 dB(A)
Shipping Weights
 Polypropylene  .  .  .  .  . 208 lbs (94 kg)
 PVDF  .  .  .  .  .  .  .  .  .  . 271 lbs (123 kg) 

DIMENSIONS

E3 DATA SHEET
SPECIFICATIONS & PERFORMANCE

3" Bolted Plastic
with Plastic Center Section

NOTE: Performance based on the following: elastomeric fitted pump, flooded suction, water at ambient 
conditions. The use of other materials and varying hydraulic conditions may result in deviations in excess of 5%.
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CAPACITY

U.S. Gallons per minute

Displacement Per Stroke, 1.0 Gal. (3.78L)SCFM (M3/hr)

Liters per minute

AIR CONSUMPTION IN SCFM
AIR PRESSURE IN PSI

100(170)

60(102)

80(136)

120(204) 

 4.85
123

 

 40.66
1033

 

4X 1.00
25

DISCHARGE PORT
3" ANSI STYLE FLANGE CONFIGURATION

4X .75 [19] HOLES EQUALLY SPACED ON A 
6.00 [152] BOLT CIRCLE

80 DIN STYLE FLANGE CONFIGURATION
8X .75 [19] HOLES EQUALLY SPACED ON A 

6.30 [160] BOLT CIRCLE

SUCTION PORT
3" ANSI STYLE FLANGE CONFIGURATION

4X .75 [19] HOLES EQUALLY SPACED ON A 
6.00 [152] BOLT CIRCLE

80 DIN STYLE FLANGE CONFIGURATION
8X .75 [19] HOLES EQUALLY SPACED ON A 

6.30 [160] BOLT CIRCLE

STANDARD ENCAPSULATED MUFFLER
1" NPT EXHAUST PORT FOR OPTIONAL MUFFLER 
STYLES OR PIPING EXHAUST AIR IN SUBMERGED 
APPLICATIONS

16.19
411

 35.66
906

 

 5.00
127

 

 5.00
127

 

2X 1.12
28

2X 17.72
450

2X 11.00
279

2X 6.51
165

4X .75
19

2X 15.00
381

 4.94
125

 

 20.25
514

 

 32.31
821

 

AIR INLET
3/4 NPT

E3 NON-METALLIC
DIMESIONS IN INCHES [MILLIMETERS)

DIMENSIONAL TOLERANCES: .125 [3mm]
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